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[CGD 77-140, 54 FR 40599, Oct. 2, 1989; 55 FR
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48049, Sept. 18, 1995; CGD 95-027, 61 FR 26000,
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§56.01-3 Power boiler external piping
(Replaces 100.1.1, 100.1.2, 111.6,
122.1, 132 and 133).

(a) Power boiler external piping and
components must meet the require-
ments of this part and §§52.01-105, 52.01—
110, 52.01-115, and 52.01-120 of this chap-
ter.

(b) Specific requirements for power
boiler external piping and appur-
tenances, as defined in §§100.1.1 and
100.1.2, appearing in the various para-
graphs of ANSI B31.1, are not adopted
unless specifically indicated elsewhere
in this part.

[CGD 77-140, 54 FR 40602, Oct. 2, 1989; 55 FR
39968, Oct. 1, 1990]

§56.01-5

§56.01-5 Adoption of ANSI (American
National Standards Institute) Code
B31.1 for pressure and power pip-
ing, and other standards.

(a) Piping systems for ships and
barges shall be designed, constructed,
and inspected in accordance with B31.1,
the ‘“‘Code for Pressure Piping, Power
Piping,” of the ANSI (American Na-
tional Standards Institute), as limited,
modified, or replaced by specific re-
quirements in this part. The provisions
in the appendices to ANSI-B31.1 are
adopted and shall be followed when the
requirements in ANSI-B31.1 or the reg-
ulations in this part make them man-
datory. For general information Table
56.01-5(a) lists the various paragraphs,
etc., in ANSI-B31.1 which are limited,
modified, replaced, or reproduced by
regulations in this part.

TABLE 56.01-5(A)—LIMITATIONS AND MODIFICA-
TIONS IN THE ADOPTION OF ANSI-B31.1 CODE
FOR PRESSURE AND POWER PIPING

Section or paragraph in ANSI-

B31.1, and disposition Unit in this part

100.1 replaced by .... 56.01-1.

100.2 modified by .... 56.07-5.

101 through 104.7 modified by 56.07-10.

101.2 modified by 56.07-10(a), (b).

101.5 replaced by 56.07-10(c).

102.2 modified by ... 56.07-10(d).

102.2.5(d) replaced by 56.50-40.

102.3 and 104.1.2 modified by 56.07-10(e).

104.3 modified by .... 56.07-10(f).

104.4 modified by 56.07-10(e).

104.5.1 modified by . 56.30-10.

105 through 108 replaced by ......... 56.10-1 through 56.25—
20.

110 through 118 replaced by ......... 56.30-1 through 56.30—
35.

119.5.1 replaced by .....cccocererrvrennee 56.35-10, 56.35-15,
56.35-35.

119.7 replaced by .... .... | 56.35—1.

122.3 modified by ... ... | 56.50-97.

122.6 through 122.10 replaced by 56.50-1 through 56.50—
80

56.60-1.

56.30-5(c)(3), 56.60—1.

56.65—1, 56.70-1
through 56.90-10.

56.95-1 through 56.95—
10.

56.97-1 through 56.97—
40.

123 replaced by ......ccccceveee
Table 126.1 is replaced by .....
127 through 135.4 replaced by

136 replaced by .......cccccceiiiiiiicnns

137 replaced by ......ccccceeviniiiiieinns

(b) When a section or paragraph of
the regulations in this part relates to
material in ANSI-B31.1 Code (American
National Standard Code for Pressure
Piping, Power Piping), the relationship
with this code will be shown imme-
diately following the heading of the
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